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Bondtite Total is a high strength two-component epoxy adhesive system. Bondtite Total bonds various similar and 
dissimilar materials such as metal, ceramic, wood, leather, rubber, marble, glass etc. Bondtite Total is Resistant to 
Chemical, water, Stress, corrosion & heat. It has very good strength, toughness, resilience & electrical insulating 
properties. 

 
 

APPLICATIONS  
 

Bondtite Total is excellent system for Granite & Stone 
and used in Granite moulding, Handicraft & Artificial 
jewellery making. 

 
 

HOW TO USE  
 

Surfaces must be clean, dry and free from oil, wax and 
paint. Roughen smooth surfaces for better adhesion by 
sandblasting or sanding with emery cloth. Wash glass and 
ceramic surfaces with soap and water then rinse and let 
dry. Pre-fit parts to be joined. Squeeze equal volume or 
100:80 ratio by weight from both part-A & part-B. Mix resin 
and hardener for one minute thoroughly and then apply a 
thin layer on both surfaces or as per requirement. Clamp 
joints for 24 hrs. Fully cured in 24 hours. 

 
SHELF LIFE   
2 years from date of mfd. (Storage Temp 2-40°C) 

 
 
 
 

STORAGE   
Product should be stored in a dry place in their original, 
properly closed containers at temperatures between 2-
40°C. Partially emptied container should be closed 
immediately.  

 
TECHNICAL DETAILS    
PROPERTIES STANDARD RESULTS 

PART-A     
Physical State   Viscous liquid 

Appearance   Transparent 

Color   Colorless 

Viscosity at 25°C ASTM D2196-05 30,000-40,000 cps 

PART-B     
Physical State   Viscous liquid 

Appearance   Transparent 

Colour   Yellow 

Viscosity at 25°C ASTM D2196-05 30,000-40000 cps 

CURING PROPERTIES     
Mixing Ratio   100:80 (By weight), 

100:100 (By Volume) 

Pot-life at 25°C ASTM D 2471 60-80 min 

Shore-D-Hardness ASTM D 2240 75-85 

Lap shear strength at 25°C 
after 24 hrs. 

ASTM D 1002-10 70-120 kg/cm2 

 
 
 
 

RESTRICTION OF USES   
Does not bond to polyethylene or polypropylene plastics. 
Applications requiring short-term heat exposure of greater 
than 150°C. Continuously wet areas or water immersion. 



 

BONDTITE TOTAL 
 
 
 
 
 
 
 

PACKING  
 
 

450 gm set, 900 gm set & 1.8 Kg set. 
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HANDLING PRECAUTIONS   
Mandatory and recommended industrial hygiene 
procedures should be followed whenever our products 
are being handled and processed. For additional 
information please consult the corresponding product 
data sheets and the brochure “Hygienic precautions 
for handling plastics products”.  


